Coextruded Multilayer Films DIFAREN

---E3200T---

**Features**
- Cohesive-type easy peel film for extrusion and dry lamination
- Excellent seal / peel properties for wide range of heat seal temperature
- Peelable with soft and smooth feeling
- Boilable

**Technical data**

<table>
<thead>
<tr>
<th>Item</th>
<th>Unit</th>
<th>Typical Value</th>
<th>Method</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness</td>
<td>μm</td>
<td>30</td>
<td>Dial gauge</td>
</tr>
<tr>
<td>Haze</td>
<td>%</td>
<td>10</td>
<td>JIS K7105</td>
</tr>
<tr>
<td>Stiffness</td>
<td>MPa</td>
<td>MD 380</td>
<td>ASTM D882</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CD 400</td>
<td></td>
</tr>
</tbody>
</table>

*The data above is one example of measured value and is not standard.*

<Heat seal strength>

![Graph showing heat seal strength vs. temperature]

- BOPA#15/DL/E3200T against PP sheet #0.3 mm
- Seal pressure: 0.2 MPa, Dwell: 1.0 sec

**Applications**

- Lidding for polypropylene containers

Items mentioned in this information are for customers reference and limited to certain examples although they are based on the most reliable data obtained by our company. It is hoped that customers make the best use of these products after careful examination.