---E7810PET---

**Features**

- Delamination-type easy peel film with polyester seal layer.
- Reliable seal to A-PET container.
- Resistance to volatile components such as deodorizing aromatic is improved.
- The container flange peeled off lidding film is fine.

**Technical data**

<table>
<thead>
<tr>
<th>Item</th>
<th>Unit</th>
<th>Typical Value</th>
<th>Method</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness</td>
<td>μm</td>
<td>30</td>
<td>Dial gauge</td>
</tr>
<tr>
<td>Haze</td>
<td>%</td>
<td>7</td>
<td>DIC method</td>
</tr>
<tr>
<td>Stiffness</td>
<td>MPa</td>
<td>MD 370, CD 390</td>
<td>ASTM D882</td>
</tr>
</tbody>
</table>

*The data above is one example of measured value and is not standard.

**Applications**

- Lidding for A-PET containers

---

DIC Corporation Film Sales Group
Tokyo TEL: +81(3)6733-6213/ FAX: +81(3)6733-6221
Osaka TEL: +81(6)6252-9550/ FAX: +81(6)6252-6657

2019.11

---

Items mentioned in this information are for customers reference and limited to certain examples although they are based on the most reliable data obtained by our company. It is hoped that customers make the best use of these products after careful examination.